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�Q �Use only its charger to charge the battery

�Q �Time to charge battery is approximately 5-6 hours

�Q �When battery is fully charged, remove from the charger.  
Otherwise it may shorten the lifetime of battery

�Q �When Illuminated WindPro with LED is not in use,  
remove the battery.

�Q �Do not keep battery in microwave or under high pressure.  
This may result in damaging the battery or exposure of battery.

�Q �Do not use the battery in case of any smoke, heat or damage.
�Q �In case for long period of non-use,  

recharge the battery in 3 months.

 Charge	 0 °C to +40 °C
 De-charge	 -10 °C to +60 °C
 Storage (less than 30 days)	 -20 °C to 0 °C
 Storage (less than 90 days)	 +23°C±2

SPECIFICATIONS
Battery Charge Indicator
Do not hold the indicator button. It may result in malfunctioning  
of indicator

Battery occupancy rate	 Number of
	  LED lighting
BDO < %15	 1
%15 < BDO < %29	 2
%29 < BDO < %43	 3
%43 < BDO < %57	 4
%57 < BDO < %71	 5
%71 < BDO < %85	 6
%85 < BDO < %99	 7
%99 < BDO	 8

Battery Charger Instructions
�Q �Make sure battery connected to charger properly
�Q �Lithium charger should only be used for the right battery  

provided by the manufacturer of WindPro with LED.
�Q �Charger should only be used indoor and dry conditions
�Q �Charger cannot be repaired. In case of any damage, it should  

not be used again to avoid malfunction the battery.
�Q �Charger should be plug into regular electricity sockets.  

Charger has ability to adjust voltage
Use Instructions
1. �Connect the battery into charger
2. �Plug the battery into power socket.  

The battery indicator light will turn in red
3. �Battery is fully charged when the indicator is green. Then first  

plug out the charger from socket and then remove the battery.

INSTRUCTION MANUAL
1. Assembly of Waterbase and Frame
Slide the springs of frame in the waterbase. Product should be leaned 
on its side and fixed with nuts at bottom (look at the photos above).  
After fixing, put the product in vertical position again. Connect the 
cable from the frame and energy cable from the battery.

2. Filling up the Waterbase
After the assembly, use supplied  
tool to open the cap on water base.  
A funnel should be used to fill the 
water base with water.

3. Instructions to open 
the battery compartment
The battery is safe in a lockable  
battery compartment. You can open 
the compartment as shown on the 
pictures. Open the lock with the 
key of the compartment. After you 
unlocked the compartment, you can 
open the cover.
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4. Instructions to plug in and unplug the battery
After opening the battery compartment cover, plug in the power cable 
into the contained power cable of the switching circuit as shown on 
the pictures. 
You can check the charge level of the battery with the LED’s on the 
battery. Please press the indicator button for 1 second to see the 
charge level. 

To load the battery please make sure that you unplug the power cable 
of the switching circuit. With the handle you can take the battery out.

5. Instruction of poster replacement
Product have 12 locks as 6 locks on each sides. In order to change the 
poster these locks should untightened.

Then open the frame cover. It will be balanced due to stabilization of 
elastic rubbers. WARNING! Do not tighten the locks too much on 
the frame. Do not pull out the covers more than 45º angle.

There are two poster holders 
inside of the frame. Poster can 
be removed by sliding down the 
holders.

It is very easy to change the 
poster. Place the poster on 
acrylic surface and fasten up by 
poster holder. After placement 
of poster, frame can be closed by 
pushing the cover gently. 

There are two operating modes : Energy saving and Bright modes.  
For setting the mode you can use the button in battery compartment.
The button has two marks as I and II. 
I is energy saving mode and II is bright mode.  
After setting the mode product can be run by the key under the frame 
which has two symbols as 0 and 1.

6. Product carrying
WindPro with LED has carrying 
tool which designed specialy 
for this product. It can be moved 
easily by the tool.



TECHNICAL GUIDE
PAVEMENT BOARDS - PAGE 134 LED Wind-Sign Waterbase Page E

WARRANTY CONDITIONS
LED Wind-Sign Waterbase is warranted against manufacturing faults 
when used in the below mentioned conditions for the period of one 
year.

We undertake to repair or replace the product at no charge if found to 
be defective due to a manufacturing fault during the warranty period. 
The warranty excludes damage caused by misuse, neglect, shipping 
accident, incorrect installation, and no fault found with the product or 
work carried out by anyone other than we assigned.

We are not responsible for loss of the product, or for other inciden-
tal, special or consequential damages or expenses incurred by the 
purchaser, or for labor or other costs due to installation or removal, 
or cost of repairs by other or for any other expenses not specifi cally 
stated above.

The warranty is in eff ect for the period and usage described above 
from the date of purchase. We can supply parts and accessories after 
warranty expires.

To claim your warranty
1.  Please contact your distributor or reseller and explain the nature 

of the problem with photos of the product which shows clearly 
defect and the environment it has been used.

2.  Provide your supplier batch number on LED Wind-Sign Waterbase 
and proof of purchase.

3. You will be required to fi ll up a form for your claim.
4.  If the claim is within the warranty period and within the terms 

of the warranty, makes arrangements for service and repairs or 
a replacement product with your distributor or reseller after 
manufacturer confi rms it is manufacturing defect.

5.  It is user’s responsibility to return the product to distributor or 
reseller.

Transport
When sending the product, use the original packing materials, 
the inner and outer cartons. If the original packaging is no longer 
available, use at least bubble wrap and insert the product in a carton 
which holds at least 40 kg. Important: Any damage in transit, 
including scratches, breaks and indentation in the housing of the 
product is NOT covered by this warranty.

NOTE: 
The use of chlorine or chlorine related products for cleaning can 
seriously damage the fi nish and function on the aluminium and 
plastic surfaces.

COMPARING TO OTHER SIMILAR 
PRODUCTS IN THE MARKET:
1.  LED Wind-Sign Waterbase has fl at surface with block framing 

with-out aluminum profi les whereas similar ones in the market 
has snap open profi les.

2.  Frame of LED Wind-Sign Waterbase is lockable. Either poster is 
secured by special key by locking 6 points each. Similar ones in the 
market has just snap open profi les are lockable by a basic allen key.

3.  LED Wind-Sign Waterbase has UV resistant PC cover. Similar ones 
in the market have acrylic cover which gets yellow easily in outdoor 
conditions and more fragile to impact.

4.  Similar ones in the market has pointy aluminum corners which 
do not comply with health & safety conditions in many countries 
in EU. WindPro Frame has soft alloy corners.

5.  None of similar products in the market has 2 illumination level, 
Wind Pro has bright mode & energy saving made.

6.  Similar ones in the market has unbranded LED whereas 
LED Wind-Sign Waterbase has Osram LED built in.

7.  The battery used on LED Wind-Sign Waterbase is unique, which 
provides high power in lower weight. Battery of LED Wind-Sign 
Waterbase is 2 kg only which none in the market can compare its 
weight and size.

8.  The battery of LED Wind-Sign Waterbase is hidden and safe in 
the base with a key whereas similar products in the market have 
battery visible underneath the frame and easily accessible.

9.  The battery of WindPro has a digital indicator charging level 
whereas noone in the market has.

10.  Illumination level of 2800-3000 Lux is not available in 
the market except for LED Wind-Sign Waterbase


